Stage Plot -  Lloyd McCarter

(as of 02/1/2012)










Inputs:

1. Kick Drum

2. Snare Drum

3. Hi Hat

4. Rack Tom L

5. Rack Tom R

6. Floor Tom

7. Overhead 

8. Lloyd acoustic Amp

9. Lead Elec. Amp

10. Bass Guitar Amp

11. DI acoustic

12. Main Vocal (Lloyd)

13. Guitar Vocal 

14. Bass Vocal

Drum Riser








Bass Amp





Guitar Amp





Mon 1


drum





Ac. Gtr Amp





DI





Mon 2


Guitar Voc





Mon 4


Bass Voc oVoc





Mon 3


Lead Voc





Specs:


Four or five musicians will be on stage. 


Stage - minimum of 24' X 16’ prefer covered


Venue to provide drum riser min 8x8 - 12” rise.


Vocal Mics—SM 58 or greater (NO NADY, SAMPSON, etc.)


Instrument/drum Mics—SM57 or greater


OH mic SM81 or greater


Kick Drum Mic—AKG D112 or greater 


FOH Console – Minimum 16 input (prefer 24)  6 band sweep mids (soundcraft, midas, Yamaha PM or greater) (NO PEAVEY) - qualified engineer.


Monitors – Minimum of 4 wedges with 4 way separate eq’d mix, EAW, EV, JBL  or similar. Prefer 15” and CD horn. Separate mon board with qualified engineer.


Speakers/Amps – 3 or 4 way system covering full audience, EAW, EV JBL or equiv. Amps- QSC, Crown, or equiv. (NO PEAVEY)


Lighting – Minimum of 16 par lights par56 or greater, (enough to fully cover stage area) with spotlight


Stage power- minimum two 20 amp fully grounded circuits. Outlets available every 6 feet. Front and back stage.


If band is supplying sound and lights – provide access to 100 amp service for sound,  separate 100 amp service for lights.























